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ALLEY APPROACH

WITH RIGID MAINLINE PAVEMENT

Ok

STREET

‘ Variable

3050

5 | @

3050

10:1 transition rate

Radii same as
shown for conc.
approach

® /®

Width of surface
in place

Resurface

Variable

Approach pavement
section same as
mainline pavement

¢ pavement 7

N

Same pavement
section as
approach

STREET OR ALLEY APPROACH

WITH FLEXIBLE MAINLINE PAVEMENT

Normal pavement edge/

/ ¢ pavement

STREET APPROACH

WITH RIGID MAINLINE PAVEMENT

GENERAL NOTES

. Radii of 7620 at minor cross streets

shall be provided on new construction
and on reconstruction where space
permits.

. Radii of 9140 or more at major

cross streets shall be provided
where feasible so that a truck
may turn without encroachment.

Radii of 12190 or more at major
cross streets shall be provided
where trucks and buses repeatedly
turn.

Ear construction type B permitted as
shown on Standard Drawing 605-ERCN-02.

LEGEND
@ Cement concrete pavement

(5) Longitudinal joint

@ Keyway joint

@ 30 preformed joint filler
10 preformed joint filler

Integral concrete curb

@ Combined curb and gutter

Contraction joint

All dimensions are in mm unless otherwise specified.
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